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SCM
Single control module

FEATURES
> Suitable for surface mounted, immersion and air applications
> Multiple mounting confi gurations
> Includes GTL series control with changeover contact
> Control knob with temperature indication
> Knob rotation customizable with stops
> Customized colors and marking available

OPERATION
A rise in temperature causes the expansion of liquid within the bulb and capillary. 
The liquid acts on a bellows assembly within the plastic housing to open and close electrical contacts.

Multi-function plastic housing with a 1-pole capillary control
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TECHNICAL CHARACTERISTICS

D
O

C
C

O
M

A
04

0 
– 

02
 -

 
 -

 C
O

TH
ER

M
 r

es
er

ve
s 

th
e 

ri
gh

t t
o 

br
in

g 
an

y 
m

od
ifi 

ca
ti

on
s 

to
 o

ur
 p

ro
du

ct
s.

 W
e 

m
an

uf
ac

tu
re

 p
ro

du
ct

s 
ac

co
rd

in
g 

to
 d

ra
w

in
gs

 w
hi

ch
 s

er
ve

 a
s 

co
nt

ra
ct

ua
l d

oc
um

en
ts

. W
e 

ar
e 

no
t r

es
po

ns
ib

le
 fo

r 
da

m
ag

e 
re

su
lt

in
g 

fr
om

 in
ap

pr
op

ri
at

e 
in

st
al

la
ti

on
 o

r 
us

e 
of

 o
ur

 p
ro

du
ct

.

THP THA TAMH
Type For immersion with control bulb in brass 

pocket fi tted directly on the housing
limiter model: THPHR

For surface mount with control bulb built 
into the back of the housing

limiter model: THAHR

For industrial ambient with capillary 
and bulb for deported temperature 

sensing

Temperature range 0 to 50°C / 32 to 122°F, 0 to 90°C / 32 to 194°F, -35 to 35°C / -31 to 95°F

Adjustment Control knob

Rating 20A 250V

Material Copper or stainless steel

Capillary length 150 to 3000 mm / 6 to 118”

Protection Up to IP 54

Connections Screw terminals

Approvals CE conformity, ENEC MARK according to EN 60730-1, EN 67130-2-9, ROHS conformity

SCM

Weight: approx. 250g




